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. Heavy Duty 
Pipe Wrench Plier 


JAWS OFFSET 90° FOR 20% MORE LEVERAGE 
FORGED FROM ALLOY STEEL 


HEAVY DUTY CONSTRUCTION Cooly 
E FULLY HEAT TREATED Haid 
REACH WHERE OTHER PLIERS WILL NOT GO 


FULL WARRANTY 
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Jaws Angle 90° 


To create up to 20% more 
leverage than conventional 


32° angled jaws. 


Machined Tongue 


& Groove 
el Eliminates wear 
and strain 


on bolt. 


Cushion Grips 
Comfortable 

Plastic 

. | 

Pipe Wrench pg 


Style Teeth 


Satin 
Chrome 
Finish 


Exclusive 
Handle Stop 
Plier handles cannot 
pinch fingers. 
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13TH & POTTAWATOMIE STS. 


P.O. BOX 30 


Ipe 
Wrench 
lier 


DISPLAY | 
SETS 


20-PIECE DISPLAY BOX G297SP 

10”-90° PIPE WRENCH PLIER™ G297 

e 7 Machined Tongue & 
Groove Adjustments 

e Maximum Parallel Jaw 
Opening — 2%” 

e Satin Chrome with Plastic 
Grips 


15-PIECE DISPLAY BOX G299SP 

12%"-90° PIPE WRENCH PLIER™ G299 

e 7 Machined Tongue & 
Grove Adjustments 

e@ Maximum Parallel Jaw 
Opening — 2%" 

e@ Satin Chrome with Plastic 
Grips 


2-PIECE 
DISPLAY SET G292SP 


Set consists of 

one each 

G297 and G299 
Pipe Wrench Pliers. 


913-742-7171 


HIAWATHA, KANSAS 66434 
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PLIERS 


WIITCO PROFESSIONAL LINE PLIERS 


A competitive line of economy pliers drop forged 
from the same special alloy steel used for our regular 
top quality pliers. Same precision machining and 
heat treating and nickel-chrome plating as our top 
line except all roughing, finishing grind and polish 
operations have been eliminated to make these 
pliers attractive in price without sacrificing quality. 
These pliers are all equipped with comfortable 
plastic grips on the handles. 


WIICO PROFESSIONAL ANGLE NOSE 
C-JOINT PLIERS 


Drop forged alloy steel. Jaws are broached with deep, sharp, 
self-gripping teeth. An accurately machined tongue fits and 
pivots in precision machined grooves eliminating strain and 
wear on heat treated bolt. Satin finish with nickel-chrome 
plating and plastic grips that will resist water, acid, alkali 
solutions, grease, oil and chemicals. 


4 No. G269—Length 5”, maximum parallel jaw opening 1/2”. 
Three adjustments, with plastic grips. Shipping weight | Ib. 
12 oz. per std. pk. of 10. 


No. G270—Length 6-1/2’, maximum parallel jaw opening 
3/4”. Four adjustments, with plastic grips. Shipping weight 
5 lbs. 3 oz. per std. pk. of 10. 


No. G271—Length 10”, maximum parallel jaw opening 1-1/2”. 
Five adjustments, with plastic grips. Shipping weight 10 lbs. per 
std. pk. of 10. 


Seven adjustments, with plastic grips. Shipping weight 7 Ibs. 11 


No. G272— Length 12”, maximum parallel jaw opening 2-5/8”. 
. oz. per std. pk. of 5. 


MADE INU.S.A. 
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WILDE C-JOINT PLIERS 


Drop forged alloy steel. Length 5”. Jaws are milled with deep, 
sharp, self gripping teeth. Three precision machined tongue 
and groove adjustments. Maximum parallel jaw opening 1/2”. 
Has slip joint and tongue and groove features. Highly polished 
faces, with nickel-chrome plating. 


No. 402—5” plier. Weight | lb. 10 oz. per std. pk. of 10 
No. G402—Same as No. 402 but with plastic grips. 


Drop forged alloy steel. Length 6-1/2'’. Jaws are milled with 
deep, sharp, self-gripping teeth. Jaws will grip as small as 
3/16 at the back and close at the front for maximum utility. 
Four precision machined tongue and groove adjustments. 
Maximum parallel jaw opening 3/4"’. Knurled handles, highly 
polished faces, with nickel-chrome plating. 


No. 411—6-1/2" plier. Weight 4 Ibs. 8 oz. per std. pk. of 10 
No. G411—Same as No. 411 but with plastic grips. 


Drop forged alloy steel. Full 10’’ length for extra leverage. 
Jaws are milled with deep, sharp, self-gripping teeth. Jaws will 
grip as small as 1/4"’ at the back and close at the front for 
maximum utility. An accurately machined tongue fits and 
pivots in any of five precision machined grooves, eliminating 
strain and wear on bolts and providing five working positions. 
Maximum parallel jaws opening 1-1/2'’. Knurled handles. 
Highly polished faces, with nickel-chrome plating. 


No. 403—10” Plier. Weight 8 Ibs. 3 oz. per std. pk. of 10 
No. G403—Same as No. 403 but with plastic grips. 


Drop forged alloy steel. Jaws are milled with deep, sharp, 
self-gripping teeth and are long enough for sufficient throat to 
accommodate and tightly grip objects within the range of the 
plier. An accurately machined tongue fits and pivots in any of 
seven precision machined grooves, eliminating strain and 
wear on bolts. Has a full parallel jaw opening of 2-5/8”. Full 
polished face, knurled handles with nickel-chrome plating. 


No. 412-12” Plier. Weight 6 lbs. 12 oz. per std. pk. of 5 
No. G412——Same as No. 412 but with plastic grips. 
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PLIERS 


WIICO PROFESSIONAL LINE PLIERS 


A competitive line of economy pliers drop forged 
from the same special alloy steel used for our regular 
top quality pliers. Same precision machining and 
heat treating and nickel-chrome plating as our 
top line except all roughing, finishing grind and 
polish operations have been eliminated to make 
these pliers attractive in price without sacrificing 
quality. These pliers are all equipped with com- 
& fortable plastic grips on the handles. 


WIICO PROFESSIONAL ANGLE NOSE PLIERS 


Drop forged alloy steel. Jaws are broached with deep, sharp, 
self-gripping teeth. Jaws are offset at an angle of approxi- 
mately 32°. Heat treated bolts. Satin finish with nickel-chrome 
plating and plastic grips that will resist water, acid, alkali 
solutions, grease, oil and chemicals. 


No. G250—Length 5”, maximum parallel jaw opening 1/2”. 
ae Three adjustments with plastic grips. Shipping weight 8 oz. per 
std. pk. of 5. 


No. G251—Length 6-3/4”, maximum parallel jaw opening 
3/4”. Three adjustments, with plastic grips. Shipping weight 4 
Ibs. 13 oz. per std. pk. of 10. 


No. G252—Length 8”, maximum parallel jaw opening 1-1/8”. 
Four adjustments, with plastic grips. Shipping weight 5 lbs. 13 
oz. per std. pk. of 10. 


No. G253—Length 10”, maximum parallel jaw opening 2-1/8”. 


Seven adjustments, with plastic grips. Shipping weight 9 Ibs. 4 
oz. per std. pack of 10. 


No. G254—Length 11”, maximum parallel jaw opening 2-1/8”. 


Seven adjustments, with plastic grips. Shipping weight 5 lbs. 
per std. pack of 5. 
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WILDE IGNITION PLIERS 


No. 5S—Length 5”. Three adjustments. Range of jaws 0”-1/2”. 
Full fashioned handles, smoothly finished with full polished 
faces, bright nickel-chrome plating. Shipping weight per 10 . 
tools 12 oz. 

No. G5S—Same as the 5S but with plastic grips. 


WILDE ANGLE NOSE GRIPPING PLIERS 

New streamlined gripping pliers with narrow, pear shaped jaws 
to get into close places. All of the excellent features of the Wilde 
wrench have been incorporated into these pliers. Drop forged 
from special alloy steel. Deep sharp and hard pipe wrench type 
teeth. Jaws are offset at an angle of 32°. Hardened bolts. Knurled 
handles. Beautifully finished with full polished faces and bright 
nickel-chrome plating. 

No. 7G—Length 6-3/4” Three adjustments. Range of jaws 
0”-3/4”. Weight per 10 tools 5 Ibs. 5 oz. 

No. 8G—Length 8” Four adjustments. Range of jaws 0”-1-1/8”. 
Weight per 10 tools 7 Ibs. 7 oz. 

No. G7G—Same as the 7G but with plastic grips. 

No. G8G—Same as the 8G but with plastic grips. 


WILDE HEAVY DUTY WATER PUMP 
PLIER SLIP JOINT (ANGLE NOSE) 


Seven adjustments. Full 10” length. Range of jaws 0” to 2-1/8”. 
Jaws are offset 32° and long enough for sufficient throat to ac- 
commodate diameters within the range of the plier. Equipped 
with (Grip Tight Clip) which pulls bolts into positive alignment 
in adjusting slots on any size opening. Used on water pump and 
brake nut adjustments, wheel nuts, thin wall conduit nuts, basin 
nuts, pipes and fittings. Jaws 11/64 thick, get into tight places. 
Handles are knurled. Drop forged from special alloy steel. 
Jaws are milled with deep, sharp and hard pipe wrench style 
teeth. Shipping weight per standard pack of 10 tools, 7 Ibs. 7 oz. 
Supplied in either full polished or satin finish. 

No. 10N—Polished faces, nickel-chrome plated. 

No. 10S—Satin finished, polished noses, nickel-chrome plated. 
No. GION—Same as ION but with plastic grips. 

No. G10S—Same as 10S but with plastic grips. 


Seven adjustment for full parallel jaw opening of 2-1/8”. 10-3/4” 
long closed, 12” long overall at widest jaw opening. Deep, 
sharp and hard pipe wrench type teeth. Jaws 3/8” thick are long 
enough for sufficient throat to efficiently grasp objects within 
the range of the plier. Equipped with (Grip Tight Clip) which 
pulls bolt into positive alignment in slot when plier is under 
pressure. Drop forged from special alloy steel, hardened bolts, 
knurled handles. Shipping weight per standard pack of 10 
tools, 8 Ibs. 10 oz. Supplied in either full polished or satin finish. 
No. 11N—Polished faces, nickel-chrome plated. 

No. 11S—Satin finished, polished noses, nickel-chrome plated. 
No. GIIN—Same as the I1N but with plastic grips. 

No. G11S—Same as the 11S but with plastic grips. 
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PLIERS 


: STANDARD DIAGONAL CUTTING PLIERS 
Forged from selected steel, individually paired, tempered, 
adjusted and tested, these pliers are designed to meet any need 
from small precision work to heavy duty cutting. Box joint 


with polished faces and plastic grips. Conform to Federal 
& Specifications. 
Stock No. Length Weight Federal Stock Number 
4240 434” 234 02. 5110-240-6209 
4256 64” 5% 02. 5110-239-8253 
4756 7M" 8% 02. 5110-222-2708 


HEAVY DUTY LINEMANS SIDE CUTTING PLIERS 


Exceedingly strong, rugged precision type pliers with powerful 
leverage for heavy cutting and gripping. Spring tempered, shaped 
handles and keen cutting edge, designed to easily slip into the 
loop of a tool carrying belt or pouch. Milled jaws, polished 
heads, individually tested for strength and cutting ability. 


With plastic grips. 6” and 8” sizes conform to Federal Speci- 
& fications. 
Stock No. Length Weight Federal Stock Number 
4296 64” 74 02. 5120-239-8254 
4297 DA" 10% 02. 
4298 8y"" 15% 02. 5120-239-8251 


HEAVY DUTY DIAGONAL CUTTING PLIER 


Forged from selected steel to obtain the keenest cutting edge 
for heavy cutting, carefully tempered to give long life and 
service. Designed with rivet close to cutting edge for added 
leverage and sturdy jaws for heavy duty work. Individually 
hand sharpened and tested for perfect cutting ability. Polished 


& faces with plastic grips. Conforms to Federal Specifications. 
Stock No. Length Weight Federal Stock Number 
4276 rh 8% 02. 5110-340-3275 


NEEDLE NOSE SIDE CUTTING PLIER 
. Designed to reach into hard to get at places, this plier is a 
slender 134” inside length and tapers to 1/16” at tips. Tempered, 
keen edged cutter, with milled jaws and polished faces. With 
plastic grips. Conforms to Federal Specifications. 
Stock No. Length Weight Federal Stock Number 
4227 6%” 4% 02. 5120-247-5177 


LONG—SHORT NOSE DUCK BILL PLIERS 


Long, slender shape allows this plier to be used in inaccessible 
places where standard length tool would be of little use. Power- 
ful gripping and holding power due to the type of milled teeth. 
Polished faces with plastic grips. Conforms to Federal Speci- 
fications. 


Stock No. Length Weight Federal Stock Number 
4278 734" 5 02. 5120-268-3587 
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WILDE stip Joint PLIERS (STRAIGHT NOSE) 


High quality drop forged slip joint pliers made of special alloy 
steel. Extra hard, deep, sharply cut teeth for a great grip and 
long wear. Special jaw design, narrow for close work provides 
two gripping sections; one is extra wide for large objects, the 
other for small work. Hardened alloy steel bolt, shear wire 
cutter, knurled handles, full polished faces, nickel-chrome 
plated. 


No. 317—Length 6-1/2”, wt. 4 Ibs. 4 oz. per std. pk. of 10. 
No. G317—Same as No. 317 but with plastic grips. 

No. 318—Length 8’’, weight 6 lbs. 3 oz. per std. pk. of 10. 

No. G318—Same as No. 318 but with plastic grips. 

No. 319—Length 10’’, weight 7 lbs. 15 oz. per std. pk. of 10. 
No. G319—Same as No. 319 but with plastic grips. 


WIICO PROFESSIONAL SLIP JOINT PLIERS 


Drop forged alloy steel. Jaws are broached with deep, sharp, 
self-gripping teeth. Heat treated bolts with shear wire cutter. 
Satin finish with nickel-chrome plating and plastic grips that 
will resist water, acid, alkali solutions, grease, oil and chemicals. 


No. G262—Length 6-1/2”. Full nose. Two gripping sections on 
teeth. With plastic grips. Shipping weight 5 lbs. per std. pk. of 
10. 

No. G263—Length 8”. Full nose. Two gripping sections on 
teeth. With plastic grips. Shipping weight 7 lbs. 12 oz. per std. 
pk. of 10. 

No. G264—Length 10”. Full nose. Two gripping sections on 
teeth. With plastic grips. Shipping weight 9 Ibs. 15 oz. per std. 
pk. of 10. 
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RATCHET WRENCH 


RATCHETING BOX WRENCHES 


Ideal when working in limited space. Sturdy and thin they 
reach into extremely close places. They are open faced and 
& reversible by merely turning the wrench over. The 5/8” by ; 
3/4” is practically a must for installing and removing oil gy” 
filters on late model Ford, Mercury, Lincoln, Oldsmobile, ie 
Dodge cars. High grade alloy steel. Chrome plated. Sizes eg 
to and including 9/16” are six point, larger sizes are twelve 
point. 


Size of Thickness 
Openings Length Heads Openings 
Inches Inches Inches 


1/4 x 5/16 - ; 2 02. 
3/8 x 7/16 - R 3 072. 
1/2 x 9/16 - ; 7 072. 
5/8 x 11/16 8 ’ 11 oz. 
5/8 x 3/4 8 ’ 11 07. 
11/16 x 13/16 - i 13 oz. 
3/4 x 7/8 - q 13 02. 
13/16 x 15/16 - ’ 13 07. 


SET OF THREE 

No. 883—Contains No. 874 3/8” x 7/16”, No. 875 1/2” x 
9/16” and No. 876 5/8” x 11/16” wrenches in a handy plastic 
kit. Weight | lb. 4 oz. Per set. 


SET OF FIVE 

No. 885—Contains No. 873 1/4” x 5/16”, No. 874 3/8” x 
7/16”, No. 875 1/2” x 9/16”, No. 876 5/8” x 11/16” and No. 879 
3/4 x 7/8” wrenches in a handy plastic kit. Weight 2 lbs. 4 oz. 
Per set. 


METRIC RATCHETING BOX WRENCHES 


Slim, sturdy wrenches marked with metric size openings. 
Reversible by merely turning the wrench over. Made from 
high grade alloy steel, chrome plated. 
[Size of Openings | Length Inches | Openings | Weight | 
7MM x 8MM : 


9MM x 10MM 
11MM x 12MM 


13MM x 14MM 
15MM x 17MM 
16MM x 18MM 
19MM. x 21MM 


SET OF SEVEN WRENCHES 


No. 870—Consisting of one each No. 862 through No. 868 
wrenches in plastic kit. Weight 3 Ibs. 8 ozs. 
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OFE-AET RATCHETING BOX WRENCHES 


A NEW ANGLE ON AN 
ESTABLISHED HAND TOOL 


To be precise, it’s a 25° offset angle on our line of Ratching 
Box Wrenches. These new wrenches allow you to reach those 
tight situations without scraping your knuckles and still provides 
you the speed and convenience of a Ratching Box Wrench. In 
addition, you can reverse directions by simply flipping the 
reversing lever with your thumb or finger. 


Size 
Inches 


1/4 x 5/16 


Stock No. Openings 


12 Pt. 


801 3/8 x 7/16 

802 1/2 x 9/16 12 Pt. 

803 5/8 x 11/16 12 Pt. 

804 3/4 x 7/8 12 Pt. 
SET OF THREE 


No. 805—Contains Nos. 801, 802, 803 in a handy plastic kit. 
SET OF FIVE 


No. 806—Contains Nos. 800, 801, 802, 803, 804 in a handy 
plastic kit. 


oreeét METRIC RATCHETING BOX WRENCHES 


Stock No. Openings 
810 7MM x 8MM 6 Pt. 
811 9MM x 10MM 6 Pt. 
812 11MM x 12MM 6 Pt. 
813 13MM x 14MM 6 Pt. 
814 15MM x 17MM 12 Pt. 
815 16MM x 18MM 12 Pt. 
816 19MM x 21MM 12 Pt. 
SET OF SEVEN 


No. 817—Contains Nos. 810, 811, 812, 813, 814, 815, 816 
in a handy plastic kit. 
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WILDE puiLtips SCREWDRIVERS 
SUPER HARD BITS 


The general use of case hardened self tapping screws requires 
a Phillips bit that will fit accurately and stand up and give 
real service on these screws. Bits on these screw drivers are 
made of super hard alloy steel and accurately milled to size. 
Nickel-chrome plated. Handles are “Insulite” fluted plastic 
non-inflammable, tough and wear resistant. They are of 
ample size for maximum comfort and turning power. 


Blades Handle 
Wt. Per St. Size Screw 
Lgth. . St. Pack Pack Point Size 


oe 2-1/2" | 4-1/2" 1 Ib. 8 oz. 2 & smaller 
3 6" 


2 Ibs. 6 oz. 2 to 5 

2" 1/2" 12 oz. 5 to 10 

-1/16"’ 3-3/4"" | 7-3/4" | 2 Ibs. 3 02. 5 to 10 
1-3/16’" 4-1/4" | 10-1/4’" | 2 Ibs. 11 oz. 10 to 16 


SW10—Set of one each of the above in a box—shipping 
weight 11 oz. 


WILDE NUT DRIVERS 


Quality materials and workmanship plus years of manu- 
facturing experience and “know-how” combine to produce 
the Wilde line of nut drivers. No finer tools can be found. 
Sockets are machined from top grade tool steel, heat treated 
for extra hardness. All hollow shafts from the socket to the 
handle accommodate the longest of studs. Shafts are machined 
from durable, long lasting chrome vanadium steel, precision 
tampered and finished in gleaming nickle chrome for dur- 
ability and corrosion resistance. 


Stock Handle Overall Handle 
" Size Length Color 
1x3-5/8" 

1x3-5/8”" 


1x3-5/8" 
1x3-5/8” 


1x3-5/8" 
1-1/16x4" 
1-1/16x4" 


No. 88—Set of one each of the above ina sturdy, clear, hang-up 
vinyl pouch. 
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SCREW DRIVERS 


SW10 


88 
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~ SCREW DRIVERS 


Guallly 
Zw, lanl 
Stiols 


WILDE “INSULITE”’ SCREW DRIVERS 
OVERSIZE HANDLES 
SQUARE ALLOY STEEL BITS 


Handles are turned of extruded, clear white acetate plastic 
rod, ferrule dipped red. They are non-inflammable; shock- 
proof, breakproof and impervious to grease. Comfortable 
fluted design, extra large diameter and length (see chart below) 
give you a handful of screw driver for a high power non-slip 
grip. Will not roll when laid down. Bits, of alloy steel are heat 
treated for maximum hardness, toughness and wear. They are 
forged with extra long tapers to hold in screw slots under 
pressure without backing out. Bits are satin finish with nickel- 
chrome plating. 


ee 

No. Blades Handle All Wt. Per St. 
é Dia. Lgth. | Dia. Lgth. | a | St. Pack A 
$22 1/8" 2" 5/8 2-1/2" | 4-1/2" 16 oz. 20 
$42 1/8" 4" 3/4" 2-1/2" | 6-1/2" 1 Ib. 2 oz. 15 
$33 3/16" = 3" 7/8" aM 6" 2 Ibs. 3 oz. 15 
$43 3/16" 4" | 1-1/16'" 3-3/4" | 7-3/4" 1 Ib. 12 oz. 10 
$83 3/16" 8’ | 1-1/16""  3-3/4’" | 11-3/4"" | 3 Ibs. 3 o7. 15 
*S14 1/4" 1-1/4'"| 1-3/16"" 2” 3-1/4" 1 Ib. 10 oz. 10 
$44 4" AM | 13/16" 4-1/4" | 8-1/4" | 2 Ibs. 4 07. 10 
$64 1/4" 6" | 13/16" 4-1/4" | 10-1/4"" | 4 Ibs. 2 07. 15 
$104 W/4"" 10" | 1-3/16"" 4-1/4" | 14-1/4" | 3 Ibs. 3 07. 10 
$25 5/16"’ 1-3/4'"| 1-1/4" 4-1/2’ | 6-1/4" | 2 Ibs. 10 oz. | 10 
$46 3/8" 4’ | 1-5/16"" 4-3/4"" | 8-3/4" | 4 Ibs. 6 oz. 10 
$85 5/16" 8" 1-1/4" 4-1/2" | 12-1/2"" | 4 Ibs. 4 oz. 10 
$105 5/16’" 10" | 1-1/4" 4-1/2" | 14-1/2"" | 2 Ibs. 6 oz. 5 
$86 3/8" 8's | 1-5/16""  4-3/4"" | 12-3/4" | 5 Ibs. 10 oz. | 10 
$126 3/8" 12"" | 1-5/16"’  4-3/4"" | 16-3/4"" 12 oz. 1 
[7 Stubby 


SW8 PLASTIC HANDLES SCREWDRIVER SET 


An assortment of seven all purpose screwdrivers consisting of 
5 useful flat blades screwdrivers and 2 Phillips. Handles are 
turned of extruded, clear white acetate plastic rod, ferrule dipped 
red. Bits of alloy steel are heat treated for maximum hardness, 
toughness and wear. Packed in a box. Shipping weight per set 


I lb. 3 oz. & 


Tool No. __ Dia. of Blade Length of Blade Overall Length | 
1/4" 4" 8-1/4" 


swe _—s 


_ | a iy 3/16" 3" 6” 
GE 1/4" 6” 10-1/4" 
3/16" 3" 1-3/4" 
aan 5/16” 3” 12-1/2" 

gE ie 3/16" 3" 6" 
oF ee 1/4" 4" [ 7.3/4" 


SW9 PLASTIC HANDLES SCREWDRIVER SET 


An assortment of 7 heavy duty screwdrivers. Same excellent 
features as the blades in the SW8 set. The perfect set for the 
mechanic, construction worker and industrial workers. Packed 
in a box. Shipping weight 2 Ibs. 8 oz. 


Tool No. Dia. of Blade Length of Blade Overall Length | 

se 1-1/4" 3-1/4" 

$22 1/8" 2 4.1/2" 

Sw9 S44 1/4' 4" 8-1/4" 
S46 3/8" 4" 8-3/4" 

$86 3/8" 8" 12-3/4" 

$104 1/4” 10" 14-1/4" 

$105 5/16" 10" 14-1/2"" 
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ADJUSTABLE WRENCHES 


WILDE ADJUSTABLE WRENCHES 


EXTRA STRONG, EXTRA THIN JAWS TO GET INTO 
TIGHT PLACES. ALL PARTS ARE SUBJECTED TO THE 
MOST MODERN SCIENTIFIC PROCESS OF HEAT 
TREATING. THE JAWS ARE ACCURATELY MACHINED 
AND EVERY HANDLE USES A HUSKY I-BEAM CON- 
STRUCTION AND HAS A HOLE FOR HANGING UP THE 


: WRENCH. WRENCHES ARE FINISHED IN EITHER 

& NICKEL-CHROME OR INDUSTRIAL BLACK FINISH. 
WILDE abjusTaBLe WRENCH 
(NICKEL-CHROME) 


Drop-forged alloy steel. Properly heat treated with jaws ac- 
curately machined. Finished with bright polished heads and 
satin finished handles. Nickel-chrome plated and _ in- 
dividually packaged. 


Jaw 


Capacity Weight 

1/2 ll 

3/4 .27 

1 D2 

& 1!/8 90 
15/16 1.60 

13/4 3.60 

21/16 6.00 


WILDE abjusTaBLe WRENCH 
(INDUSTRIAL BLACK) 


Drop-forged alloy steel. Properly heat treated with jaws ac- 
curately machined. Industrial black finish with satin finished 
handles for a firm, safe grip. Individually packaged. 


Jaw 


No. Size Capacity Weight 
AWB4 4 1/2 Al 
AWB6 6 3/4 27 
& AWB8 3 52 
AWB10 10 li/s .90 
AWB12 12 15/16 1.60 
AWB15 15 13/4 3.60 
AWB18 18 2! /16 6.00 
, ADJUSTABLE WRENCH REPLACEMENT PARTS 
Jaws only Knurl, Pin, Spring 
AWC4-1 AWC4-2 
‘ AWC6-1 AWC6-2 
AWC8-1 AWC8-2 
AWC10-1 AWC10-2 
AWC12-1 AWC12-2 
AWC15-1 AWC15-2 
AWC18-1 AWC18-2 


Box contains 88 parts as follows: 


L AWA-88C Adjustable Wrench Part Assortment 


Springs 


qv 4 

. 6 / AWC4-2 
mr 6 i 

10" 4 Oo / = 

12" 2 
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WILDE TOOL CO., INC. 


MANUFACTURER OF THE ORIGINAL ANGLE NOSE PLIER 
nie Hiawatha, Kansas 66434 U.S.A. 


WILDE COMBINATION WRENCHES 


Quality combination wrenches, drop forged from alloy steel, 
precision heat treated, with polished heads and triple plating 
of nickel and chrome. Box end for easy tightening of nuts, 
open end of the same size for fast turning. Box end is off-set 
15° to clear obstructions and the 15° open end needs only 
30° of handle movement. All wrenches are 12 point except 3/8” 
and 7/16” sizes which are 6 point. 


INDIVIDUAL WRENCHES 
Nominal 
Nominal Openings Length Weight 
Stock No. Inches Both Ends Inches Ounces 
189 3/8 4-3/4 ih 
190 7/16 5-1/4 1-1/4 
191 1/2 6 
192 9/16 6-3/4 2-3/4 
193 5/8 7-1/2 3-1/2 
194 11/16 8-1/8 4-3/4 
195 3/4 9-1/8 5-1/2 
196 13/16 9-7/8 6-1/2 
197 7/8 11-1/4 9-1/2 
198 15/16 12-1/4 11 
199 1 13-1/2 14 
201 1- 1/16 14 14 
202 1- 1/8 15-1/8 19 
203 1- 1/4 15-7/8 25 


WRENCH SETS 


No. 208—Six pieces consisting of one each of the following sizes: 


Nominal Openings Nominal Openings Nominal Openings 
Stock No. Inches Both Ends Stock No. Inches Both Ends Stock No. Inches Both Ends 
190 7/16 192 9/16 194 11/16 
191 1/2 193 5/8 195 3/4 


Packaged in plastic kit. Weight | lb. 6 oz. 
No. 208B—Same as No. 208 set without plastic kit, packed in 
a box. Weight | lb. 6 oz. 


No. 209—Ten pieces consisting of one each of the following sizes: 


Nominal Openings 
Inches Both Ends 


Nominal Openings 
Inches Both Ends 


Nominal Openings 
Inches Both Ends 


Stock No. Stock No. 


Stock No. 


Packaged in plastic kit. Weight 3 Ibs. 14 oz. 


No. 209B—Same as No. 209 set without plastic kit, packed in 
a box. Weight 3 Ibs. 14 oz. 


No. 210—Fourteen pieces consisting of one each of the fol- 
lowing sizes: 


Nominal Openings 
Inches Both Ends 


Nominal Openings 
Inches Both Ends 


Nominal Openings 
Inches Both Ends 


Stock No. Stock No. Stock No. 


Packaged in plastic kit. Weight 8 lbs. 6 oz. 


No. 210B—Same as No. 210 set without plastic kit, packed in 
a box. Weight 8 Ibs. 6 oz. 


WILDE TOOL COo., INC. 


MANUFACTURER OF THE ORIGINAL ANGLE NOSE PLIER 
Hiawatha, Kansas 66434 U.S.A. 


HAMMERS 


‘ WILDE FIBERGLASS HAMMERS 
& With Epoxy Assembly 


Exclusive permanent taper design eliminates possibility of 
head coming off. Handle is made from straight, continuous 
fiberglass filaments bonded with polyester resin for maximum 
strength and best hammer balance. Octagon pattern head is 
heat treated for extra toughness. “Rim-Tempered” face 
reduces chipping. Vinyl grip is perforated and contoured for 
firm grasp. 


Curved Claw 
No. 1001—16 oz. Claw Hammer, 13” Overall, Standard pack 4 


& Ripping Claw 


No. 1002—20 oz. Ripping Claw Hammer, 13” Overall, 
Standard pack 4 


WILDE FIBERGLASS BALL PEINS 


eG The handle is strong, continuous fiberglass construction. 
Exclusive permanent taper design eliminates possibility of 
head coming off. Striking face is “Rim-Tempered” to mini- 
mize chipping. 
No. 1003—8 oz. Ball Pein, 11-3/4” Overall, Standard pack 4 
No. 1004—16 oz. Ball Pein, 12-3/4” Overall, Standard pack 4 
‘ No. 1005—24 oz. Ball Pein, 15-1/2” Overall, Standard pack 4 


No. 1006—32 oz. Ball Pein, 15-1/2” Overall, Standard pack 4 


WILDE TOOL CO., INC. 


MANUFACTURER OF THE ORIGINAL ANGLE NOSE PLIER 
Hiawatha, Kansas 66434 U.S.A. 


WILDE DOUBLE FACE SLEDGES ‘ 


No. 2DF—2 lb. Double Face. Forged steel—heat treated. 
1%” Face. 16” Length. 


No. 2'44DF—2!4 lb. Double Face. Forged steel—heat treated. 
1'4” Face. 16” Length. 


No. 3DF—3 lb. Double Face. Forged steel—heat treated. 
15%” Face. 16” Length. . 


No. 4DF—4 lb. Double Face. Forged steel—heat treated. 
134” Face. 16” Length. 


No. 6DF—6 lb. Double Face. Forged steel—heat treated. 
2%" Face. 36” Length. 


No. 8DF—8 lb. Double Face. Forged steel—heat treated. 
24,” Face. 36” Length. 


No. 10DF—10 lb. Double Face. Forged steel—heat treated. 
24” Face. 36” Length. 


No. 12DF—12 |b. Double Face. Forged steel—heat treated. 
2%” Face. 36” Length. 


No. 20DF—20 |b. Double Face. Forged steel—heat treated. 
3%” Face. 36” Length. 


WILDE CROSS PEIN SLEDGES 


No. 2CP—2 lb. Cross Pein. Forged steel—heat treated. ‘ 
13%” Face. 16” Length. 


No. 3CP—3 lb. Cross Pein. Forged steel—heat treated. 
154%” Face. 16” Length. 7 


No. 4CP—4 lb. Cross Pein. Forged steel—heat treated. 
1%” Face. 16” Length. 
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